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DRY LOOSE TUBE CABLE

CABLE CONSTRUCTION

Dry Loose Tubes - Stranded around Central Strength Member - Water blocking yarns - Water swellable tape
-Anti Rodent Glass Yarns, Peripheral Strength Members- Flame retardant jacket

DESCRIPTION

The construction of the non-metallic cables begins with our proven dry loose tube & dry core design . Suitable
enough for duct and indoor/ outdoor application.

APPLICATIONS

Inter Office Trunking, Data, Video Transmission, Control /Alarm System - Light Weight and Flexible - Blowing in
Micro Ducts and Concrete

FEATURES AND BENEFITS

« Suitable for ducts / indoor / outdoor. « Supports all grades of single mode and multimode fibers. ¢ It can be
laid in vicinity of power cables. « No additional grounding is required, at vicinity of power lines and lighting risks.
* Telemetry. and SCADA links for oil & gas, electricity.

Standards Performance Characteristics

Reference standards: Industry standard. Storage temperature : 40° to + 70°C.

pged DRY LOOSE TUBE CABLES

Operating temperature : 40°c to +70°C
FIBER /Tube Colours : as per IEC 60304 Installation temperature : 40°C to 70°C

Testing Procedures : IEC-607941- (or) EIA/TIA-455

bending
Cable code No. of Radius (mm)
Fiber Fiber

Active Outer

MM 50/125um "'1'25%2[;]5’ SM DISP. SMnzps | Count |  PerTube #3;:: Dia(mm) | no | Under
(G651) (ogn | Unshifted (G652) | (G655 /(G656) Load | Load
IDUNG004  IDUNS5004 IDUN1004 IDUN4004 4 4 1 124 186 248 136
IDUNG008  IDUN5008 IDUN1008 IDUN4008 8 4 2 124 186 248 135 L
IDUN6012  IDUN5012 IDUN1012 IDUN4O12 12 12 1 124 186 248 137 l
IDUNG024  IDUN5024 IDUN1024 IDUN4024 24 12 2 124 186 248 138
IDUNG036  IDUN5036 IDUN1036 IDUN4036 36 12 3 124 186 248 137
IDUNG048  IDUN5048 IDUN1048 IDUN4048 48 12 4 124 186 248 138
IDUNG0G0  IDUNS5060 IDUN1060 IDUN4060 60 12 5 124 186 248 139
IDUNG6072  IDUNGOT2 IDUN1072 IDUNdOT2 72 12 6 124 186 248 141
IDUNG096  IDUNG096 IDUN1096 IDUN4096 96 12 8 139 200 278 165

IDUN6144 IDUN6144 IDUN1144 IDUN4144 144 12 12 17.0 255 340 245
1
|
7
CSM Dielectric (FRP) 2.5 mm
12 SM Fibers (ITU-T G. 652D) ' Water Swelabble Tape | ‘

Water Blocking Binder

Water Blocking Yarns
PBT Dry Loose Tube
RIP Cord

QOuter Jacket-

Dielectric Anti Rodent Glass Flame Restardant

Yarns

Notes:
1. Other fiber counts are available as per customer requiremants.
2. Customized cables can be manufactured as per customer requirements in cable constructions and performance and optical charachteristics.

3. Jacket metered can be customized on customer requirements.
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